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NOTES:
1. Capacity loss due to the IDCU unit hindrance

 is 120 nos.

1. Row Guards- in cross aisle end frames.
2. Upright Guards-in front of every uprights in

picking aisle.
3. Pallet Stopper -in every loading level.
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ARTICULATED FORKLIFT

max 2100mm

min 8300mm
min 1000kgCapacity @ MFH

MHE Type (New)

90°Aisle (with pallet) 

Max Fork Height
max 2000mmCross Aisle

The customer should ensure MHE specs as per above table.

MHE DETAILS CAPACITY DETAILSPALLET DETAILSACCESSORIES

NOTES:

1. Nil.IMPORTANT NOTES ON FLOORING.

1. Floor Load bearing capacity should ensure by the customer.

2. For a min grid size of 1mx1m, the  difference in floor level

between any  two survey points should be  less than 4mm.

3. The max variation between any two survey points should not

exceed 10mm.

DESIGN CONSIDERATIONS

· Non-Seismic design provided .

· Max. load on floor-5000 kg on base plate of

180x110mm.

P
1870 Nos

1000

1650

1200
1000

1. Row Guards- in cross aisle end frames.

2. Upright Guards-in front of every uprights in picking aisle.

3. Pallet Stopper is provided in all levels.
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ARTICULATGED FORKLIFT

max 2100mm

min 8300mm
min 1000kgCapacity @ MFH

MHE Type (New)

90°Aisle (with pallet) 

Max Fork Height
max 3000mmCross Aisle

The customer should ensure MHE specs as per above table.

MHE DETAILS CAPACITY DETAILSPALLET DETAILSACCESSORIES

NOTES:

1. Nil.IMPORTANT NOTES ON FLOORING.

1. Floor Load bearing capacity should ensure by the customer.

2. For a min grid size of 1mx1m, the  difference in floor level

between any  two survey points should be  less than 4mm.

3. The max variation between any two survey points should not

exceed 10mm.

DESIGN CONSIDERATIONS

· Non-Seismic design provided .

· Max. load on floor-5000 kg on base plate of

180x110mm.
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1. Row Guards- in cross aisle end frames.

2. Upright Guards-in front of every uprights in picking aisle.

3. Pallet Stopper is provided in all levels.
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