FROM 400 KVA
TRANSFORMER

Y

200KVA DG SET

SIGNAL FROM AMF
MODULE OF DG SET

15VA

L 4-35c-240 sQ MM AMF PANEL
415V, AL, XLPE CABLE )
) TO AMF_VOLTAGE
SENSING
) TO APFC VOLTAGE _
SENSING
3
=4+ R/v/B IND. LAMP _ 4
w”w mOO\w> _ U”w

CL1,
ELECTRICAL—MECHANICAL

2—-3.5C-240 SQ MM
415V, AL, XLPE CABLE

400/5A
cL1 .\

15VA

3
- R/Y/B IND. LAMP

MAIN PMCC

e il

800A, MOTORISED, 4 POLE, 36KA J INTERLOCK 1 400A, MOTORISED, 4 POLE, 36KA
| ACB WITH ADJUSTIBLE 0/C, v| - L .  — i ACB WITH ADJUSTIBLE 0O/C, |
_ AND S/C RELEASE WITH SHUNT TRIP ¢ , " AND S/C RELEASE WITH SHUNT TRIP 415V _800A—3PH—4W—-50HZ—-50KA AL.BUS _
2
o1 Q) ON/OFF IND. LaMP 2] & ON/OFF IND. LAMP y
_ — ® ¢ ® ® * ® * v ® * ® ® * ® \\\ _
_ [03] [04] (03] [086] [07] [08] 1 (2] 3] [14] G5 [is] [17] _
L. 100A 5. 100A L. 100A L. 100A L. 100A L. 100A S, 100A L. 100A 5. 100A L. 100A L. 100A L. 100A L. 100A
| 4POLE,25KA ) 4POLE,25KA 4POLE,25KA 4POLE,25KA 4POLE,25KA 4POLE,25KA 4POLE,25KA 4POLE,25KA 4POLE,25KA 4POLE,25KA 4POLE,25KA 4POLE,25KA 4POLE,25KA |
o’ MCCB o’ MCCB o’ MCCB o’ MCCB o’ MCCB o’ MCCB o’ MCCB o/ MCCB o’ MCCB o’ MCCB o’ MCCB o’ MCCB o’ MCCB
_ <t <t < < < <t < < <t < < < <t _
~ 1 ~ 1 ~ 1 ~ 1 ~ 1 ~ 1 ~ 1 ~ 1 ~ 1 ~ 1 ~ 1 ~ 1 ~
_ S&, S, S, S, S, S&, S&, S, S, S, S, S, S&, _
© © - - — s — - — - - — s
_ _
_ _
_ _
=z = = = =z < < = I =< = = =
£ £ £ £ £ £ E £ £ £ £ £ £
£ £ £ £ £ £ E £ € 3 £ £ £
g 4 g g g 3 B 4 | 4 S 4 4
n n Te] [T9] mn n n n n n [T} n Te)
_ | | | | _ _ _ _ _ | i _
L
< m 3 %
73 Te i Voo T2
o <© = <=9 <oul
no ! < n2a 0=
ay ol S ad< a = W L L L L w L L
[ ) X >0 &) 14 4 o 4 14 4 o ©
g & o .z zus & & & o & & X &
T_AM —<C D] == gun) Ll 73] w w (%)) wn wn (%] 7]
NOTE
1. THE PANEL SHALL BE FLOOR MOUNTED, DOUBLE FRONT TYPE,
COMPARTMENTALISED, TOP CABLE ENTRY TYPE .
2. MPCB / MCCB SHALL HAVE EXTENDED OPERATING HANDLE TO ﬁ Balmer Lowrie & Co. Ltd.
OPERATE IT WITHOUT OPENING THE PANEL DOOR
3. INTERLOCK MECHANISM SHALL BE PROVIDEDTO PREVENT OPENING 3, ENGINEERING & PROJECTS
THE PANEL DOOR WHEN THE MPCB/MCCB IS IN THE 'ON’ STATE
4. EMERGENCY STOP PUSH BUTTON AT MCC SHALL BE MUSHROOM HEADED, SOALE: 1450 | DATE |PROJECT: PROFOSED CENTRAL WAREHOUSE
RED COLOURED, PUSH TO LOCK AND TURN TO RELEASE (ROTARY) TYPE —————————1OWNER : BALMER LAWREE & CO. LTD; LOGISTIC SERVICE
5. ALL CONTROL MODULES SHALL BE MOUNTED ON RAIL IN THE COMPARTMENT ? 0.
5 . . | CHECKED .10.
6. FOR ALL OUTGOING FEEDERS, NEUTRAL SHALL BE BROUGHT UPTO THE TERMINAL BLOCK NO.| DATE REVISIONS BY | CHKD. | APPD 6os  |30.1018 e, giverm LINE DIAGRAM MAIN PMCC
7. FOR ALL OUTGOING FEEDERS MULTIFUNCTION DIGITAL METER SHOWING VOLTAGE AND LINE CURRENT SHALL BE PROVIDED THIS DRAWING IS THE PROPERTY OF BALMER LAWRIE & CO. LTD. [APPROVED] A |30.10.15
8. FOR ALL INCOMING FEEDERS MULTIFUNCTION DIGITAL METER SHOWING VOLTAGE, LINE CURRENT, PF, KW, MD, KWH SHALL BE PROVIDED WITHOUT THE WRITTEN CONSENT OF BALMER LAWRE & 00. LTD. | JOB NO. DRG.NO.BL/E&P /AMTZ,/E—04 ST 1 oF 2lREv.o




